
Details on CE Certifications

07/EN 14041:2008, 
Notified Body No. 2097

everroll® xtreme
Thicknesses 4 mm -  12 mm
Certificate No. 2097-CPD-0901
Certificate No. 2097-CPD-0902

everroll® stone, uni I, uni II
Thicknesses 4, 6, 8 mm

everroll® classic, endurance, vision, star, basic, galaxy
Thicknesses 4, 6, 8, 10, 12 mm

EN 13501-1
glued onto massive mineral surfaces 
(gross density ≥ 1,350 kg/m³)

EN 13501-1
glued onto massive mineral surfaces 
 (gross density ≥ 1,350 kg/m³)

EN 13501-1

EN 13893 > 0.3 μ

EN 13893 > 0.3 μ

EN 13893 > 0.3 μ

everroll® performance flooring

BSW GmbH

Regupol®

everroll® xtreme
(unsealed)

PÜZ- testing centre: 
eco-INSTITUT GmbH

Burning Behaviour: Category Cfl-s1 
in line with DIN EN 13501-1 

glued onto massive mineral surfaces
(gross density ≥ 1,350 kg/m³)

with Thomsit K 188 E.

Emissions-tested in accordance with 
DIBt principles.

DIBt Approval No.
Z-156.602-457 

BSW  Berleburger Schaumstoffwerk GmbH
Am Hilgenacker 24
57319 Bad Berleburg (Germany)
Phone 		  +49 2751 803-0
Fax		  +49 2751 803-109
eMail		  info@berleburger.de
Web		  www.berleburger.com

Contact: Thomas Beitzel, Phone: +49 2751 803-130  •  t.beitzel@berleburger.de; 
Peter Breuer, Phone: +49 2751 803-131 •  p.breuer@berleburger.de  •  Downloads 
at www.berleburger.com
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